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Horizontal Steam Boiler

All boilers manufactured by khazar boiler company are designed, calculated and manufactured according to the Inter-
national Standard (B.S2790) and 4231ISIRI under the supervision of the Iranian General Standards and Industrial Re-
search Bureau and are provided with standard plates.

Boiler capacity from 100kg / hr to 20000kg / hr with working pressure of 10 bar

The shell and furnace of the boilers are of standard DIN17155 (17Nn4) and fire tubes of St35.8).

The welding electrodes used are in accordance with 6010,7018A.W.S.E standard and the electrodes are preheated
and used prior to welding in special heaters up to 300 ° C.

Welding of boilers is performed according to PQR and WPS approved by certified welders.

The efficiency of the khazar boilers is above 90% standard.

There is a Manhole and a Handhole Valve embedded in the boiler shell for easy of inspection and disinfection.

All boilers are hydrostatically tested at 1.5 times the design pressure.

The body of the boilers is isulate with proper thickness of stone woll and doors is isulate with fireproof concerete to
the boiler doors. The cover of the boilers is a sheet of stainless steel with appropriate thickness.

The body of the boilers is mounted on a rigid chassis that can easily withstand the impact of the boiler's weight and
displacement and is mounted on the foundation.

All khazar boilers productions are guaranteed for two years if installed correctly in accordance with the standard.

2200 3300 4400 5500 6600 7700
Steam Capacity

kg/hr. 1000 1500 2000 2500 3000 3500
| WorkingPressure | (Bar) 16 10 10 10 10 10 10

- Gas Cons M3/hr. 26 62 90 110 140 160 200
Fuel Consumption — =
Fuel Oil Cons Lit/hr. 30 71 100 120 160 180 245

Lenhth (mm) 1600 2300 2500 2700 3200 2500 3500
Boiler dimension Weight (mm) 1500 1700 1900 1900 2000 1900 2200
Height (mm) 2000 2300 2400 2500 2650 2400 2900
Stem outlet (inch) 2 2 3 3 3 3 3
Connection Water Inlet (inch) 1 1 1 1 1 1172 11/2
Safty Valve (inch) 1 1 21/2 2172 21/2 21/2 21/2
Ton 5 | 25 3 3 4 38 3 7
Operatmg We|ght
N —
Steam Capacity
kg/hr. 5000 6000 7000 10000
[ Working Pressure | (Bar) 10 10 10 10 ‘ID 10 10

_ Gas Cons M3/hr. 215 266 320 375 430 470 530
Fuel Consumption P S—, . .
Fuel Qil Cons Lit/hr. 245 300 360 420 480 500 600

Lenhth (mm) 3600 5000 5200 5200 5500 6000 6500
Boiler Dimension Weight (mm) 2300 2500 2600 2800 3000 3100 3200
Height (mm) 3100 3200 3600 3800 3950 4150 4300

Stem outlet (inch) 4 5 5 7 7 7 7
Connection Water Inlet (inch) 11/2 2 2 ) 2 21/2 21/2
Safty Valve (inch) 21/2 3 3 31/2 31/2 31/2 31/2

Transport Weight Ton 9 1 13 14.8 176 19 20
Operating Weight Ton 15 18 21 30 35 37 40




